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The High End Model with confidence

K311 Fishing Light Attractor

LED fish lamp

EFW220

[2D,250W +4D,”500W ]

The characteristics of LEDs, which are easy to flash and
dim, can be used to efficiently collect targeted species of
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[LED Central Dimmer Controller] | [Dimmer] [Auto On/Off Controller] [Auto On/Off Device] fish and dramatically reduce working hours. The long life
WFLC-LDCTR BLD-CTR-BX-VZ %’ WFLC-LDATP [ILD-ATP (Optional) . . .
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Model EFW220-2D EFW220-4D MBeam angle/ 120° M ingress Protection: IP66 equivalent
Power Consumption 250W 500W BLED lifespan/40,000h M Operating temperature: -20°C to +40°C

M Body material: Aluminum alloy Cover : Polycarbonate

i i X X X X
EiternalDimensions 398X 267%95 800x310%95 I LED manufacturer: Nichia Corporation - I Noise suppression: Japan VCCl Standard CLASS B compliant

Poewr Suppy AC220V 3¢ 60Hz
Total luminous flux (White) 43,000 Im 86,000 Im Model | FLC-LDCTR | LD-CTR-BX-VZ | FLC-LDATP | LD-ATP
Weight 4.5kg 9.0kg Weight 4.6kg 4.5kg 2.5kg 8.4kg

Manufactured by:

HHAMADNE isribtor or Agent; i
Towa Denki Seisakusho, Inc.

"From Hakodate to the World" - Creating Ocean-Friendly Business

Towa Denki Seisakusho, Inc.

6-29 Yoshikawa—-cho, Hakodate, Hokkaido, 040-0077, JAPAN
TEL:+81-138-41-4410 FAX:+81-138-41-2867

187 Minato-mura,Oohata, Mutsu-Aomori,039-4401, JAPAN
TEL: +81-175-34-4400 FAX:+81-175-34-4400

3-8-14 Shinminato, Hachinohe, Aomori,031-0811, JAPAN SHAMADE

Hakodate Head Office
Oohata Branch

Hachinohe Sales Branch

TEL: +81-178-34-6134 FAX:+81-178-34-6106
Oui Office 18-70-2 0gi,Noto-Machi,Housu-Gun, Ishikawa,927-0553, JAPAN
g TEL:0768-74-1138 FAX:0768-74-1138
6-14 Oohama, Oshamanbe, Yamakoshi-Gun, Hokkaido, 049-3511, JAPAN
Oshamanke Saes Branch TEL : 01377-2-5886 FAX : 01377-2-3282 %Specifications are subject to change without notice.




High performance LED fishing light

Fishing lights (attractor) that achieve further lightening and downsizing and deliver an extraordinary intensity of light! ~ soow. rish isht acractor

E FW2 2 O 2D, 250W (14D, 500W .5 osos

4D, 500W

High-power, high-intensity

weighting 9kg(Approx.201b)
with three different colors to
choose from.

250W type 2D for delicate installation. I

Energy-efficient and economical ~ The more you use, the more you save!

High visibility The increased brightness greatly improves the visibility of fish behavior! &

New and Compact Design Compact, lightweight, and thin new design saves the space!
Long-lasting Dustproof and waterproof (equivalent to IP66) and weather resistance are further improved for longer lifespan!
Environmentally friendly LEDs do not get damaged by bad weather, etc., so the environmental impact is significantly reduced!

Three colors of light
sources are available for

free combination.
*Sample Images White  Blue-green  Lightblue Yellow green Image Diagram

Supporting Devices

A device that can freel}/r he
ight.

control the intensity o

All fishing lights on a vessel are divided into 8 sections,
and the light intensity is perfectly controlled by a 10-step %

volume switch. Delicate dimming can be operated with (46D ContatDinmerControter ) (—_pimmer )
a device at hand. FLC-LDCTR LD-CTR-BX-VZ

Auto On/Off Function eJqilelyEl & ] Dedicate i
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Batch start of programmed patterns.

A function that automatically performs

pre-programmed lighting patterns by a single -
touch. Smoothly guides a school of fish into ( Auto On/0f Controller ) ((Auto On/0ff Device)
the net for a round up. FLC'LDATP LD'ATP are available to match the

diameter of a pole.

Three mounting brackets

Combining 2D and 4D allows
for even greater flexibility.

combination with 4D, even more
variations are available to create th
pattern as desired.

2D 4D
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Fishing lights have entered a
new era from incandescent,

halogen, and metal halide
lamps to "LED”.

BLED system for Pacific saury fishing
The central dimmer controller allows dimming
and grouping of multiple LEDs at once and
controls any LED fishing lights at a time. As shown in the upper right illustration, EFW220 can bI

connected to a single dimmer with maximum 5 sets of 4D/500W. I



